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THE DIFFERENT PARTS FOR CRT

Ref. No. 	 TV-SE2130	 TV-SE1430
V901	 A51EBV13X081	 A34JLL90X01
SCT1	 PCS629-03C	 PCS633A
C408	 0.27/200V	 0.3/250V
L401	 TRL-341G	 L-102
R302	 1.5 1/2W	 3.9 1/2W
R350	 1.5k	 3k
R351	 1.5k	 3k
R556	 6.8k	 8.2k
R823	 5.1k	 3.9k
R920	 1  1W	 1.2  1W
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1. Use the numeric keys on the remote control to set the receiving channel to Pr91.

2. Set Sharpness on the Picture Menu screen to 0.

3. Press the buttons on remote control in the following order:

    Skip (R) → Move (G) → Menu

    The following menu will appear on the TV screen (the menu can be switched by the "P ^/v" button on the remote control):

SERVICE
**AGC

SERVICE
**WP Green

SERVICE
**H Shift

SERVICE
**V Shift

SERVICE
**Dw Corner

SERVICE
**Black R

SERVICE
**WP Blue

SERVICE
**V Slope

SERVICE
**H Width

SERVICE
**EW Tapez

SERVICE
**Black G

SERVICE
**H Parall

SERVICE
**V Amp

SERVICE
**EW Parabo

SERVICE
**Option

SERVICE
**WP Red

SERVICE
**H Bow

SERVICE
**V S Cor

SERVICE
**Up Corner
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1 11
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4. To terminate the menu screen, press the MENU button on the remote control, or the power button on the TV or remote control.

     It is not necessary to adjust the above items marked       1.

2. ELECTRICAL ADJUSTMENT




